
Urethane-adhesive solutions for engineered 
wood flooring
Urethane adhesives for engineered wood floors have been around for decades and installers are comfortable with these adhesives’ many long-standing 
properties: Ease of use, high strength, fast curing speed and, most important, the absence of water and solvents. 

Urethanes are 100% solids, meaning that they do not evaporate to cure. Instead, they react with moisture in the atmosphere, subfloor and wood flooring 
itself to form a solid block of rubber. This rubber characteristic enables urethane adhesives to bridge many subfloor defects and still provide a solid 
bond to the engineered wood flooring. Some urethane adhesives, such as North American Adhesives’ (NAA) Timber Bond ™ Super, if using the moisture-
control method, can provide 100% adhesive coverage and perform as a sound- and moisture-control adhesive.

* The information listed is based on NAA’s TDS for Timber Bond Super (when using the moisture-control method). 
** Flash time is the recommended amount of time for a freshly applied adhesive to remain exposed to the air before the installation of floor covering.

In terms of adhesives, engineered wood-flooring installers have a variety of excellent options that are available today. Urethane adhesives are proven solutions 
that, when used correctly, have incredible installer-friendly attributes and long-term durability.

®

Urethane Adhesives for Engineered Wood
Performance properties Urethane*

Flash time before installation** None; immediately set into wet adhesive

Moisture-vapor-emissions control Yes, if troweled correctly

Sound-reduction rating Yes

Moisture vapor emission rate (MVER) limitation Yes, 25 lbs. per 1,000 sq. ft. (11.3 kg per 92.9 m2) (ASTM F1869)

Relative humidity (RH) rate limitation No

Temperature limitation for use Use only when the substrate temperature is between 50°F and 90°F (10°C 
and 32°C), and when the ambient RH is between 20% and 80%.
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